
Gamma-3
Nailing System



XLO, established in 1992, has emerged as a pioneering force in the field of orthopaedic implants. 

The company is dedicated to enhancing patient outcomes and improving quality of life through 

innovative solutions in orthopaedics. 

With a strong emphasis on quality and precision, XLO a US FDA, CE, ISO13485:2016, WHO:GMP, ISO 

9001:2015 & Indian FDA has positioned itself as a leader in the design, development, and 

manufacturing of advanced orthopaedic implants.

XLO offers the most extensive range of Cementless & Cemented Joint Replacement Implants, 

Trauma Implants, 3d Printed Patient Specific Implants & Instruments along with Bone Cement with 

a state-of-the-art manufacturing facility located in New Delhi, India. This facility is equipped with 

advanced technology that supports the production of high-quality orthopaedic implants while 

adhering to strict regulatory standards.

The company has established a pan-India presence, ensuring that its products are accessible 

across the country. Furthermore, XLO exports its innovative solutions worldwide, contributing 

significantly to global healthcare advancements in orthopaedics.



125°

125-09-GMS-180

125-09-GMS-200

125-09-GMS-220

125-09-GMS-240

125-10-GMS-180

125-10-GMS-200

125-10-GMS-220

125-10-GMS-240

125-11-GMS-180

125-11-GMS-200

125-11-GMS-220

125-11-GMS-240

125-12-GMS-180

125-12-GMS-200

125-12-GMS-220

125-12-GMS-240

125-13-GMS-180

125-13-GMS-200

125-13-GMS-220

125-13-GMS-240

125-09-GMT-180

125-09-GMT-200

125-09-GMT-220

125-09-GMT-240

125-10-GMT-180

125-10-GMT-200

125-10-GMT-220

125-10-GMT-240

125-11-GMT-180

125-11-GMT-200

125-11-GMT-220

125-11-GMT-240

125-12-GMT-180

125-12-GMT-200

125-12-GMT-220

125-12-GMT-240

125-13-GMT-180

125-13-GMT-200

125-13-GMT-220

125-13-GMT-240

Length

180

200

220

240

180

200

220

240

180

200

220

240

180

200

220

240

180

200

220

240

Dia(Ø)

9.0mm

9.0mm

9.0mm

9.0mm

10.0mm

10.0mm

10.0mm

10.0mm

11.0mm

11.0mm

11.0mm

11.0mm

12.0mm

12.0mm

12.0mm

12.0mm

13.0mm

13.0mm

13.0mm

13.0mm

130-09-GMS-180

130-09-GMS-200

130-09-GMS-220

130-09-GMS-240

130-10-GMS-180

130-10-GMS-200

130-10-GMS-220

130-10-GMS-240

130-11-GMS-180

130-11-GMS-200

130-11-GMS-220

130-11-GMS-240

130-12-GMS-180

130-12-GMS-200

130-12-GMS-220

130-12-GMS-240

130-13-GMS-180

130-13-GMS-200

130-13-GMS-220

130-13-GMS-240

130-09-GMT-180

130-09-GMT-200

130-09-GMT-220

130-09-GMT-240

130-10-GMT-180

130-10-GMT-200

130-10-GMT-220

130-10-GMT-240

130-11-GMT-180

130-11-GMT-200

130-11-GMT-220

130-11-GMT-240

130-12-GMT-180

130-12-GMT-200

130-12-GMT-220

130-12-GMT-240

130-13-GMT-180

130-13-GMT-200

130-13-GMT-220

130-13-GMT-240

Stainless Steel Titanium

Gamma-3 Nail - Short

Stainless Steel Titanium

130°

Gamma-3 Nailing System
ace



125°

125-09-GMS-320L

125-09-GMS-340L

125-09-GMS-360L

125-09-GMS-380L

125-09-GMS-400L

125-09-GMS-420L

125-09-GMS-440L

125-10-GMS-320L

125-10-GMS-340L

125-10-GMS-360L

125-10-GMS-380L

125-10-GMS-400L

125-10-GMS-420L

125-10-GMS-440L

125-11-GMS-320L

125-11-GMS-340L

125-11-GMS-360L

125-11-GMS-380L

125-11-GMS-400L

125-11-GMS-420L

125-11-GMS-440L

125-12-GMS-320L

125-12-GMS-340L

125-12-GMS-360L

125-12-GMS-380L

125-12-GMS-400L

125-12-GMS-420L

125-12-GMS-440L

125-13-GMS-320L

125-13-GMS-340L

125-13-GMS-360L

125-13-GMS-380L

125-13-GMS-400L

125-13-GMS-420L

125-13-GMS-440L

125-09-GMT-320L

125-09-GMT-340L

125-09-GMT-360L

125-09-GMT-380L

125-09-GMT-400L

125-09-GMT-420L

125-09-GMT-440L

125-10-GMT-320L

125-10-GMT-340L

125-10-GMT-360L

125-10-GMT-380L

125-10-GMT-400L

125-10-GMT-420L

125-10-GMT-440L

125-11-GMT-320L

125-11-GMT-340L

125-11-GMT-360L

125-11-GMT-380L

125-11-GMT-400L

125-11-GMT-420L

125-11-GMT-440L

125-12-GMT-320L

125-12-GMT-340L

125-12-GMT-360L

125-12-GMT-380L

125-12-GMT-400L

125-12-GMT-420L

125-12-GMT-440L

125-13-GMT-320L

125-13-GMT-340L

125-13-GMT-360L

125-13-GMT-380L

125-13-GMT-400L

125-13-GMT-420L

125-13-GMT-440L

Length

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

Dia(Ø)

09mm

09mm

09mm

09mm

09mm

09mm

09mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm

11mm

11mm

11mm

11mm

11mm

11mm

11mm

12mm

12mm

12mm

12mm

12mm

12mm

12mm

13mm

13mm

13mm

13mm

13mm

13mm

13mm

130-09-GMS-320L

130-09-GMS-340L

130-09-GMS-360L

130-09-GMS-380L

130-09-GMS-400L

130-09-GMS-420L

130-09-GMS-440L

130-10-GMS-320L

130-10-GMS-340L

130-10-GMS-360L

130-10-GMS-380L

130-10-GMS-400L

130-10-GMS-420L

130-10-GMS-440L

130-11-GMS-320L

130-11-GMS-340L

130-11-GMS-360L

130-11-GMS-380L

130-11-GMS-400L

130-11-GMS-420L

130-11-GMS-440L

130-12-GMS-320L

130-12-GMS-340L

130-12-GMS-360L

130-12-GMS-380L

130-12-GMS-400L

130-12-GMS-420L

130-12-GMS-440L

130-13-GMS-320L

130-13-GMS-340L

130-13-GMS-360L

130-13-GMS-380L

130-13-GMS-400L

130-13-GMS-420L

130-13-GMS-440L

130-09-GMT-320L

130-09-GMT-340L

130-09-GMT-360L

130-09-GMT-380L

130-09-GMT-400L

130-09-GMT-420L

130-09-GMT-440L

130-10-GMT-320L

130-10-GMT-340L

130-10-GMT-360L

130-10-GMT-380L

130-10-GMT-400L

130-10-GMT-420L

130-10-GMT-440L

130-11-GMT-320L

130-11-GMT-340L

130-11-GMT-360L

130-11-GMT-380L

130-11-GMT-400L

130-11-GMT-420L

130-11-GMT-440L

130-12-GMT-320L

130-12-GMT-340L

130-12-GMT-360L

130-12-GMT-380L

130-12-GMT-400L

130-12-GMT-420L

130-12-GMT-440L

130-13-GMT-320L

130-13-GMT-340L

130-13-GMT-360L

130-13-GMT-380L

130-13-GMT-400L

130-13-GMT-420L

130-13-GMT-440L

Stainless Steel Titanium

Gamma-3 Nail - Long, Left

Stainless Steel Titanium

130°

Gamma-3 Nailing System
ace



125°

125-09-GMS-320R

125-09-GMS-340R

125-09-GMS-360R

125-09-GMS-380R

125-09-GMS-400R

125-09-GMS-420R

125-09-GMS-440R

125-10-GMS-320R

125-10-GMS-340R

125-10-GMS-360R

125-10-GMS-380R

125-10-GMS-400R

125-10-GMS-420R

125-10-GMS-440R

125-11-GMS-320R

125-11-GMS-340R

125-11-GMS-360R

125-11-GMS-380R

125-11-GMS-400R

125-11-GMS-420R

125-11-GMS-440R

125-12-GMS-320R

125-12-GMS-340R

125-12-GMS-360R

125-12-GMS-380R

125-12-GMS-400R

125-12-GMS-420R

125-12-GMS-440R

125-13-GMS-320R

125-13-GMS-340R

125-13-GMS-360R

125-13-GMS-380R

125-13-GMS-400R

125-13-GMS-420R

125-13-GMS-440R

125-09-GMT-320R

125-09-GMT-340R

125-09-GMT-360R

125-09-GMT-380R

125-09-GMT-400R

125-09-GMT-420R

125-09-GMT-440R

125-10-GMT-320R

125-10-GMT-340R

125-10-GMT-360R

125-10-GMT-380R

125-10-GMT-400R

125-10-GMT-420R

125-10-GMT-440R

125-11-GMT-320R

125-11-GMT-340R

125-11-GMT-360R

125-11-GMT-380R

125-11-GMT-400R

125-11-GMT-420R

125-11-GMT-440R

125-12-GMT-320R

125-12-GMT-340R

125-12-GMT-360R

125-12-GMT-380R

125-12-GMT-400R

125-12-GMT-420R

125-12-GMT-440R

125-13-GMT-320R

125-13-GMT-340R

125-13-GMT-360R

125-13-GMT-380R

125-13-GMT-400R

125-13-GMT-420R

125-13-GMT-440R

Length

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

320

340

360

380

400

420

440

Dia(Ø)

09mm

09mm

09mm

09mm

09mm

09mm

09mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm

11mm

11mm

11mm

11mm

11mm

11mm

11mm

12mm

12mm

12mm

12mm

12mm

12mm

12mm

13mm

13mm

13mm

13mm

13mm

13mm

13mm

130-09-GMS-320R

130-09-GMS-340R

130-09-GMS-360R

130-09-GMS-380R

130-09-GMS-400R

130-09-GMS-420R

130-09-GMS-440R

130-10-GMS-320R

130-10-GMS-340R

130-10-GMS-360R

130-10-GMS-380R

130-10-GMS-400R

130-10-GMS-420R

130-10-GMS-440R

130-11-GMS-320R

130-11-GMS-340R

130-11-GMS-360R

130-11-GMS-380R

130-11-GMS-400R

130-11-GMS-420R

130-11-GMS-440R

130-12-GMS-320R

130-12-GMS-340R

130-12-GMS-360R

130-12-GMS-380R

130-12-GMS-400R

130-12-GMS-420R

130-12-GMS-440R

130-13-GMS-320R

130-13-GMS-340R

130-13-GMS-360R

130-13-GMS-380R

130-13-GMS-400R

130-13-GMS-420R

130-13-GMS-440R

130-09-GMT-320R

130-09-GMT-340R

130-09-GMT-360R

130-09-GMT-380R

130-09-GMT-400R

130-09-GMT-420R

130-09-GMT-440R

130-10-GMT-320R

130-10-GMT-340R

130-10-GMT-360R

130-10-GMT-380R

130-10-GMT-400R

130-10-GMT-420R

130-10-GMT-440R

130-11-GMT-320R

130-11-GMT-340R

130-11-GMT-360R

130-11-GMT-380R

130-11-GMT-400R

130-11-GMT-420R

130-11-GMT-440R

130-12-GMT-320R

130-12-GMT-340R

130-12-GMT-360R

130-12-GMT-380R

130-12-GMT-400R

130-12-GMT-420R

130-12-GMT-440R

130-13-GMT-320R

130-13-GMT-340R

130-13-GMT-360R

130-13-GMT-380R

130-13-GMT-400R

130-13-GMT-420R

130-13-GMT-440R

Stainless Steel Titanium

Gamma-3 Nail - Long, Right

Stainless Steel Titanium

130°

Gamma-3 Nailing System
ace



End Cap for Gamma-3 Nails

Length

0

5

10

15

Titanium

EGMT-00

EGMT-05

EGMT-10

EGMT-15

Stainless Steel

EGM-00

EGM-05

EGM-10

EGM-15

Inner Screw for Gamma-3 Nails

Titanium

IS-Ti

Stainless Steel

IS-SS

Ø10.5mm End Cap for Cephalic

Screw (for Gamma-3 Nails)

Titanium

GM-Ti

Stainless Steel

EGM-SS

End Cap for Gamma-3 Nails

Length

35

40

45

50

55

60

65

70

75

80

85

90

95

100

105

110

115

120

125

130

Titanium

10.5-GMT-35

10.5-GMT-40

10.5-GMT-45

10.5-GMT-50

10.5-GMT-55

10.5-GMT-60

10.5-GMT-65

10.5-GMT-70

10.5-GMT-75

10.5-GMT-80

10.5-GMT-85

10.5-GMT-90

10.5-GMT-95

10.5-GMT-100

10.5-GMT-105

10.5-GMT-110

10.5-GMT-115

10.5-GMT-120

10.5-GMT-125

10.5-GMT-130

Stainless Steel

10.5-GM-35

10.5-GM-40

10.5-GM-45

10.5-GM-50

10.5-GM-55

10.5-GM-60

10.5-GM-65

10.5-GM-70

10.5-GM-75

10.5-GM-80

10.5-GM-85

10.5-GM-90

10.5-GM-95

10.5-GM-100

10.5-GM-105

10.5-GM-110

10.5-GM-115

10.5-GM-120

10.5-GM-125

10.5-GM-130

Gamma-3 Nailing System
ace



Ø4.8mm Locking Screw for Gamma-3 Nail

Length

26mm

28mm

30mm

32mm

34mm

36mm

38mm

40mm

42mm

44mm

46mm

48mm

50mm

52mm

54mm

56mm

58mm

60mm

62mm

64mm

66mm

68mm

70mm

72mm

74mm

76mm

78mm

80mm

85mm

Titanium

PT-4.8T-26

PT-4.8T-28

PT-4.8T-30

PT-4.8T-32

PT-4.8T-34

PT-4.8T-36

PT-4.8T-38

PT-4.8T-40

PT-4.8T-42

PT-4.8T-44

PT-4.8T-46

PT-4.8T-48

PT-4.8T-50

PT-4.8T-52

PT-4.8T-54

PT-4.8T-56

PT-4.8T-58

PT-4.8T-60

PT-4.8T-62

PT-4.8T-64

PT-4.8T-66

PT-4.8T-68

PT-4.8T-70

PT-4.8T-72

PT-4.8T-74

PT-4.8T-76

PT-4.8T-78

PT-4.8T-80

PT-4.8T-85

Stainless Steel

PT-4.8-26

PT-4.8-28

PT-4.8-30

PT-4.8-32

PT-4.8-34

PT-4.8-36

PT-4.8-38

PT-4.8-40

PT-4.8-42

PT-4.8-44

PT-4.8-46

PT-4.8-48

PT-4.8-50

PT-4.8-52

PT-4.8-54

PT-4.8-56

PT-4.8-58

PT-4.8-60

PT-4.8-62

PT-4.8-64

PT-4.8-66

PT-4.8-68

PT-4.8-70

PT-4.8-72

PT-4.8-74

PT-4.8-76

PT-4.8-78

PT-4.8-80

PT-4.8-85

Ø6.4mm Cannulated Anti-Rotation Screw 

Length

60mm

65mm

70mm

75mm

80mm

85mm

90mm

95mm

100mm

105mm

110mm

115mm

120mm

125mm

130mm

Titanium

305AT-60

305AT-65

305AT-70

305AT-75

305AT-80

305AT-85

305AT-90

305AT-95

305AT-100

305AT-105

305AT-110

305AT-115

305AT-120

305AT-125

305AT-130

Stainless Steel

305AS-60

305AS-65

305AS-70

305AS-75

305AS-80

305AS-85

305AS-90

305AS-95

305AS-100

305AS-105

305AS-110

305AS-115

305AS-120

305AS-125

305AS-130

Gamma-3 Nailing System
ace
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